
- W A S H E R  E X T R A C T O R  -

LUBRICATION ORDER LO 10-3510-208-12
7 FEBRUARY 1991 Supersedes LO 5–3510–208–12, 11 August 1988

LAUNDRY UNIT, SINGLE TRAILER MOUNTED
W/CANVAS COVER; ARMY TYPE M532

REFERENCE C9100-IL (EIDAL MDL ELT9T & EDRO MDL EP120LTU)

Approved for public release; distribution is unlimited

LUBRICANT ● INTERVAL INTERVAL ● LUBRICANT

Washer Motor Slide OE 100 G A A  Main Dr ive Pi l low Blocks

Piston (See note 3) O E Hydro-Sheave Dr ive
(See note 7.)

W a s h e r  M o t o r  S l i d e  G A A  5 0
(See note 1.)

Ext rac tor  Motor  Bear ings
G A A  (See note 2.)

W a s h e r  M o t o r  B e a r i n g s  G A A
(See note 2.)

O E Brake Hinge Pin
(See note 3.)

T r u n n i o n  B e e r i n g  f i t t i n g G A A  5 0 0 OE Dump Valve Lever
(Sea note 3.)

G A A  D u m p  V a l v e

O E Dump Valve Ai r  P is ton

P i n D o o r  H i n g e  P i n  O E  5 0
(See note 3.)

O E  C o n t r o l  D r u m  B e a r i n g s

(See note 3.)

T u m b l e r  M o t o r  B e a r i n g s

(No lubr icat ion requi red)
5 0  G O  G e a r  R e d u c e r ,  F i l l  a n d

Exhaust  Fan Motor
Bear ings

(No lubr icat ion requi red)

P i l l o w  B l o c k  B e a r i n g s  G A A

T r u n i o n  B e a r i n g s  G A A
(See note 4.)

D o o r  H i n g e  O E
(Sea note 3.)

D o o r  L a t c h  O E

(See note 3.)

Intervals are based on normal hours of
operat ion.  Reduce to  compensate for
abnormal  operat ion and severe condi -
t ions.  Dur ing inact ive  per iods,  su f f i
c ient  lubr ica t ion must  be per formed
for  adequate preservat ion.

Clean f i t t ings before  Iubr ica t ing.

Clean par ts  w i th  SOLVENT,  dry- - D R Y I N G  T U M B L E R -

cleaning, or with OIL, fuel, Diesel.
Dry  before Iubr icat ing.
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K e y

L U B R I C A N T S C A P A C I T Y A L L  T E M P E R A T U R E S I N T E R V A L S

Above + 32°F

O E - L U B R I C A T I N G  O I L ,  I n t e r n a l OE 10

c o m b u s t i o n  e n g i n e

Hydro Sheave Dr ive 2½ quarts Intervals

O E - L U B R I C A T I N G  O I L ,  I n t e r n a l

given ere
OE 30 in hours of

c o m b u s t i o n  e n g i n e n o r m a l

Oil Can Points O E
o p e r a t i o n

G O - L U B R I C A T I N G  O I L ,  G e e r G O  9 0

Geer Reducer 1½ pints

G A A - G R E A S E ,  A u t o m o t i v e  e n d  A r t i l l e r y A L L  T E M P E R A T U R E S

NOTES: 7 .  H Y D R O - S H E A V E  D R I V E .  T h i s  a p p l i e s  t o  E D R O
1 .  W A S H E R  M O T O R  S L I D E . B e f o r e  l u b r i c a t i o n M O D E L  E P 1 2 0 L T U  O N L Y .  R e m o v e  l e v e l  d r a i n  f i l l
clean slide rod with cloth. p lug.  Proper  operat ing leve l ,  w i th  no 2  pos i t ion up,

oil level should be at hole. Add or fil l with OE 10 oil.
2 .  M O T O R  B E A R I N G S .  A t  o v e r h a u l  o r  w h e n  m o t o r s R e p l a c e  d r a i n  f i l l  P l u g .  D r a i n  a n d  r e f i l l  e v e r y  4 0 0 0
have been d isassembled or  submerged in  water ,  c lean hours.
and change grease Ins ide the bear ing hous ing.  When
grease plugs are provided in bearing housing the grease C o p y  o f  t h i s  l u b r i c a t i o n  o r d e r  w i l l  r e m a i n  w i t h  t h e
can be changed by removing the p lugs and in ject ing equipment  a t  a l l  t imes,  ins t ruc t ions conta ined here in
grease at the top hole until clean grease is coming from are mandatory.
the bot tom ho le .  C lean up grease,  ins ta l l  bot tom p lug
a n d  a d d  o n e  o r  t w o  m o r e  p u m p s  o f  g r e a s e  w i t h  a By Order of the Secretary of the Army:
hand grease gun. Install top plug.

CARL E. VUONO
3.  OIL  CAN POINTS.  Use a  squ i r t  type o i l  can and Genera l ,  Un i ted Sta tes  Army
011 h inge p ins ,  la tches,  l inkages,  and ad just ing screw Chief  Staf f
th reads.  Wipe o f f  any excess o i l . Oi l  the three a i r
c y l i n d e r s  b y  a p p l y i n g  o n e  o r  t w o  d r o p s  o f  O E / H D O O F F I C I A L
oil to the piston oil holes. THOMAS F. SIKORA

4 .  T R U N N I O N  B E A R I N G S .  T u r n  g r e a s e  c u p  d o w n -
Brigadier General, United States Army
The Adjutant General

werd one complete turn. Fill greese cup when required.

D I S T R I B U T I O N :
5.  GEAR REDUCER. Every  50 hours  check o i l  leve l T o  b e  d i s t r i b u t e d  i n  a c c o r d a n c e  w i t h  D A  F o r m
and fill when necessary. 12-25 E, (qty. rqr. bl. no. 4249).

6 .  D R I V E  C H A I N .  I n  a d d i t i o n  t o  f i l l i n g  o i l  c u p ,
l u b r i c a t e  d r i v e  c h a i n  l i g h t l y  w i t h  e i t h e r  a  b r u s h  o r
cloth dipped in OE at time of overhaul.
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I am setting this document FREE. This document was made by the US 
Government and is NOT protected by Copyright. Feel free to share, 
republish, sell and so on.

I am not asking you for donations, fees or handouts. If you can, please 
provide a link to liberatedmanuals.com, so that free manuals come up first in 
search engines:
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– Sincerely
Igor Chudov
http://igor.chudov.com/

– Chicago Machinery Movers
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